
MPSH / MPH / MPHD

MPS / P80

Goods lifts
Custom made

Since 1951



MPSH
300 – 500 Kg

Hydraulic

Loads up to 500 Kg

Three possible access points

Hydraulic power unit with manual lowering valve

Hydraulic cylinder with ground steel rod and parachute valve

48. 24, or 12 V controls with emergency stop and timer to avoid 
limit switch failures

Easy to install 2 m monobloc guide

Lifting speed from 0.10 to 0.15 m/s

No machine room required
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MPSH  / Reference sizes (*)

Model
/load

Maximum 
travel height

Sp. 0,10 Sp. 0,15 General sizes

Motor Motor I F L H G B K E C

MPSH 300 9.000 mm 1 ó 2 CV 2 ó 3 CV 1.500 1.200 1.580 1.400 170 250 70 1.960 1.260

MPSH 400 8.000 mm 1 ó 2 CV 2 ó 3 CV 1.500 1.200 1.580 1.400 170 250 70 1.960 1.260

MPSH 500 7,000 mm 1,5 ó 2 CV 3 CV 1.500 1.200 1.580 1.400 170 250 70 1.960 1.260

(*) Ask for more sizes 

T
R

A
V

E
L 

H
E

IG
H

T



MPH 
300 – 5.000 Kg

Hydraulic

Loads up to 5.000 Kg

Single pole design

Three possible access points

Trolley guided by conical rollers and double internal bearing

Hydraulic power unit with monobloc control unit and manual 
lowering valve

Hydraulic cylinder with ground steel rod and parachute valve

48, 24 or 12 V controls with emergency stop button and timer to 
avoid limit switch failures

Self-levelling stop from 1.000 Kg upwards.

	Non-skid plate platform floor

Standardised lifting speed from 0.10 to 0.15 m/s

	No machine room required

	Explosion-proof (ATEX) installation available upon request
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MPH  / Standard sizes

Model
/load

Maximum 
travel height

Sp. 0,10 Sp. 0,15 General sizes

Motor Motor I F L H G B E C

MPH 300 6.800 mm 1 CV 2 CV 1.000 800 1.060 970 140 225 850 600

MPH 600 7.580 mm  1,5 CV 3 CV 1.200 1.000 1.260 1.220 190 350 1.100 800

MPH 1200 7.800 mm 3 CV 5,5 CV 1.700 1.200 1.760 1.450 220 400 1.350 1.000

MPH 1800 8.500 mm 4 CV 7,5 CV 2.000 1.400 2.060 1.670 260 450 1.350 1.000

MPH 2400 9.700 mm 5,5 CV 10 CV 2.400 1.600 2.460 1.900 270 500 1.550 1.200

MPH 3500 12.860 mm 7,5 CV 15 CV 2.800 1.800 2.860 2.140 310 600 1.550 1.200

MPH 5000 12.720 mm 10 CV 20 CV 3.500 2.200 3.560 2.575 345 650 1.600 1.200
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MPHD 
1.800 – 10.000 Kg

Hydraulic

Loads up to 10.000 Kg

Double pole design

Two possible access points

Trolley guided by conical rollers and double internal bearing

Hydraulic power unit with monobloc control unit and manual 
lowering valve

Hydraulic cylinders with ground steel rod, parachute valve and 
self-levelling stop

48, 24 or 12 V controls with emergency stop button and timer to 
avoid limit switch failures

Non-skid plate platform floor

Standardised lifting speed from 0.10 to 0.15 m/s

No machine room required

Explosion-proof (ATEX) installation available upon request

MPSH  / Standard sizes

Model
/load

Maximum 
travel height

Sp. 0,10 Sp. 0,15 General sizes

Motor Motor I F L H G B E C

MPHD 1800 7.900 mm 5,5 CV 10 CV 3.000 2.000 3.060 2.480 220 400 1.250 950

MPHD 2800 8.400 mm 7,5 CV 12,15 CV 5.000 2.500 5.060 3.060 260 500 1.500 1.150

MPHD 3800 9.800 mm 10 CV 15 CV 5.000 2.500 5.060 3.060 260 500 1.500 1.150

MPHD 5000 13.700 mm 15 CV 20 CV 5.000 2.500 5.060 3.080 270 550 1.800 1.300

MPHD 7500 13.880 mm 20 CV 25 CV 5.500 2.800 5.560 3.460 310 600 1.800 1.450

MPHD 10000 15.840 mm 25 CV 30 CV 6.000 3.000 6.060 3.730 345 750 1.800 1.400
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MPS 
400 – 500 Kg

Electric

Two models with 400 and 500 Kg load capacity

Three possible access points

Monobloc tractor unit, with 1.2 or 2 HP 220-380 V electro-brake 
motor

	Worm gear reducer in oil bath and cable reeling drum

Safety system and mechanical parachute

	48, 24 or 12 V controls with emergency stop

Electrical control panel with main switch and limit switches

Non-skid chipboard platform floor with perimeter metal trim 

	Optional metallic platform floor

	Easy to install 2 m standard guide

Lifting speed of 0.15 m/s

No machine room required

MPS  / Reference sizes (*)

Model
/load

Maximum 
travel height

Sp. 0,15 General sizes

Motor I F L H G B K E

MPS 400 17.500 mm 1,2 CV 1.500 1.200 1.580 1.400 170 250 70 2.200

MPS 500 17.500 mm 2 CV 1.500 1.200 1.580 1.400 170 250 70 2.200

(*) Ask for more sizes 
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P80
80 Kg

Electric

Loads up to 80 Kg

Three possible access points

Monobloc tractor unit, with 
0.5 HP 220-380 V electro-brake motor

Worm gear reducer in oil bath and cable 
reeling drum

	Safety system and mechanical parachute

48, 24 or 12 V controls with emergency stop

Electrical control panel with main switch and limit switches

Non-slip chipboard platform floor with perimeter metal trim 

Stainless steel platform available

	Easy to install 2 m standard guide

	Lifting speed of 0.15 m/s

No machine room required

MPSH  / Reference sizes (*)

Model
/load

Maximum 
travel height

Sp. 0,15 Current General sizes 

Motor Motor I F L H G K E

P80 8.800 mm 0,5 CV Three-phase / 
Single-phase 600 600 680 770 130 70 1.000

(*) Ask for more sizes 

LI

H

FG

E
45

0

K

T
R

A
V

E
L 

H
E

IG
H

T



Enier Lifts designs and manufactures a range of 
tailor-made goods lifts, delivering the best solution for 
our clients’ businesses, both commercial and industrial.

All our products are designed and manufactured 
according to the Machinery Directive 2006/42/EC.

Reinforced door, double leafHydraulic group

Aluminium rolling door

Detail hydraulic wedge
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A leading brand in customised home-lifts, stairlifts 
and industrial good lifts.

We design and manufacture customised lifts 
and good lifts, to overcome any obstacle, and lift 
loads to different heights.

Av. França, 205
17840 Sarrià de Ter (Girona)
Tel.  (+ 34) 972 171 374
enier@enier.com

www.enier.com

More images

Tailor-made 
construction 

Best price/quality 
ratio 

Customer 
service

Low 
consumption

Adaptability to 
different spaces

Silent and 
comfortable

Accessibility, lifts, stairlifts and industrial platforms


